ThunderStruck Motors - Electric Sailboat Kit
Thank You for your purchase of a ThunderStruck Motors Electric Sailboat Kit! Included you should find the following:


Motenergy Motor



1 Red contactor cable

Sevcon Controller



Wiring Harness with key switch and throttle

Contactor




7 black, 3 red cable boots

3 Black motor cables


Single use thermal grease
Parts Check: _________________
Sevcon Gen 4 Installation Instructions

**IMPORTANT** Controller must be mounted to a heat sink or other device that will provide adequate cooling before it is to be used under load. This is to prevent thermal cutout and possible damage to the controller under continuous use.
1. Insert the 35-pin connector into its slot in the controller. It will only fit one way, do not force it.
2. Fasten small (black or brown) B- wire to the B- on the controller. 
3. Attach the three large motor and controller wires (M1 to U, M2 to V, M3 to W) .
4. Connect the gray hall sensor wire and black thermistor wire to the motor.
5. Connect the two small lugs to the coil side of contactor ( polarity does not matter).
6. Connect the red B+ lug on the controller to one side of the contactor using the heavy red wire. 
7. Connect your two battery wires. B+ goes to battery side of contactor, B- to B- lug on controller, making sure of correct polarity. Also, the short red wire coming from the multipin connector of the controller goes to the large lug on the battery side of the contactor. 
8. Turn key on, with throttle in neutral position. Move throttle up or down to run forward or reverse.
9. Avast ye, matey!
